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Part Number Selection 

ACTUAL SIZE ACTUAL SIZE ACTUAL SIZE 

Ø 18.8
(.74)

17.5 (.69)

34.8
(1.37)

Panel thickness
4 - 25.4 (.16 - 1.0)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

Oval Perpendicular Oval In-Line Square
34

(1.34)

34
(1.34)

Hook extended
(flush with flange when stowed)

Flange

Round

Ø 33
(1.30)

Lock-
washer

Nut

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

Ø 18.8
(.74)

17.5 (.69)

34.8
(1.37)

Panel thickness
4 - 25.4 (.16 - 1.0)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

Oval Perpendicular Oval In-Line Square
34

(1.34)

34
(1.34)

Hook extended
(flush with flange when stowed)

Flange

Round

Ø 33
(1.30)

Lock-
washer

Nut

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

Ø 18.8
(.74)

17.5 (.69)

34.8
(1.37)

Panel thickness
4 - 25.4 (.16 - 1.0)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

Oval Perpendicular Oval In-Line Square
34

(1.34)

34
(1.34)

Hook extended
(flush with flange when stowed)

Flange

Round

Ø 33
(1.30)

Lock-
washer

Nut

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

H  Housing Style (with hanger image,  I  = 2) 

H  Housing Style (without hanger image, I  = 3)

• Flush pop out hook
•  Single, round hole 

installation
• Corrosion-resistant   
 materials

Material and Finish
Housing: Glass-filled nylon

Flange and hook: Zinc alloy, plated

Installation Notes
Maximum tightening torque on 
mounting nut: 4.5 Nm (40 inlbf)

Ø 23.25±0.1 
(.915±.004)

Ø 25.4 
(1.0      )

+0.8
-0

+.03
-0

4 x R3.2 (.13)
Maximum corner
radius

Installation

 Oval Perpendicular  Oval In-Line Square Round

 Oval Perpendicular  Oval In-Line Square Round

MP - 07 - H  I  - F  K

H  Housing style
11 Oval perpendicular
12 Oval in-line 
21 Square
31 Round

K  Hook finish
1 Chrome plated
2 Satin chrome plated
3 Brushed nickel plated
5 Black Powder Coat  
 (For image option 3 blank only)

F  Flange finish
1 Chrome plated
2 Satin chrome plated
3 Brushed nickel plated
5 Black Powder Coat  
 (For image option 3 blank only)

I  Image
2 Hanger
3  Blank (Do not use F or K option 

5 black powder coated)
4 Headset

MP Point Coat Hook
Pop-up hook

Ø 18.8
(.74)

17.5 (.69)

34.8
(1.37)

Panel thickness
4 - 25.4 (.16 - 1.0)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

Oval Perpendicular Oval In-Line Square
34

(1.34)

34
(1.34)

Hook extended
(flush with flange when stowed)

Flange

Round

Ø 33
(1.30)

Lock-
washer

Nut

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

33
(1.30)

38
(1.50)

33
(1.30)

38
(1.50)

34
(1.34)

34
(1.34)

Ø 33
(1.30)

H  Housing Style (with headset image, I  = 4)

 Oval Perpendicular  Oval In-Line Square Round


