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. REVISION HISTORY
NOTES : REV DATE BY DESCRIPTION
E |1T1SEP2023|CRM/DMS PRN: P2023-1687
STRIKER SHOWN 1. ASSEMBLY COMPLIES WITH LATCH REQUIREMENTS OF FMVSS 206
"ALLIGNED AT LATCH N WHEN TESTED IN ACCORDANCE WITH SAE J839.
CENTER FOR A RIGID
DOOR APPLICATION .
SEE MOUNTING | =Teet s . gmgwﬁéiﬁe RIVET: STEEL, ZINC PLATE BRIGHT CHROMATE
(NSTRUCTTONS TN NOTE 4 A | ~ l PAWLS, AND TRIGGER: HEAT TREATED CARBON STEEL, LUBRICATED WITH OVEN CURED DRY LUBRICANT.
SPRINGS: STAINLESS STEEL, PASSIVATED (BLACK OXIDE)
3 ‘—] fffff | ] H FRAME HSG. FRONT AND BACK: HIGH STRENGTH STEEL., ZINC PLATED BRIGHT CHROMATE
c ,,,,,,,,,,
THE TOLERANCE BETWEEN THE ——=—"6] 1 Td d 3. MAXIMUM RECCOMENDED MOUNTING TOURQE NOT TO EXCEDE 13.3 N-m (120in-Ibs)
LATCH AND STRIKER BOLT 8l i | l
ASSUMES A NON-RIGID DOOR H 4. INSTALATION INSTRUCTIONS :
(NSTALEATTON THAT WILL S 5 8 - ~INSTALL SOUTHCO STRIKER BOLT ASSEMBLY IN DOOR FRAME
ALLOW THE DOOR TO MOVE 0 _CLOSE DOOR CHECKING FOR INTERFERENCE OR MISAL | GNMENT
[‘)B;?NEHEA%EW@L Pg?ggw 7\ _ADJUST STRIKER AS NECESSARY SHIM IF REQUIRED TO ACHIEVE PROPER POSITIONING OF STRIKER HEAD .
: | _ADJUST STRIKER SO IT ENGAGES IN THE CENTER OF THE LATCH

DOORS MUST HAVE THE STRIKER \/ — “VERIFY THAT BOTH STAGES OF LATCH ARE FUNCTIONAL
INSTALLED PER THE PANEL “CHECK DOOR AL IGNMENT AND SEAL PRESSURES,
PREPARATION RECOMMENDAT | ON

STRIKER BOLT ASSEMBLY STRIKER SHOWN AT NOMINAL 5. PAWL OPENING ALLOWS FOR SELF-AL IGNMENT OF FLEXIBLE DOOR SYSTEMS ONLY, CONTACT SOUTHCO

(SOLD SEPARATELY) MOUNT ING LOCATIONS FROM SALES OR ENGINEERING FOR APPLICATION ASSISTANCE.

SEE J-R4-90-400 BOTH SIDES

FOR DETAILS

AVAITLABLE STRIKER BOLTS ( B [

\—or—/

PART NUMBER THREAD SIZE =
R4-90-491-10 //16-14
OPTIONAL CABLE MOUNTING BRACKET
R4-90-4101-10 1/2-15 (SOLD SEPARATELY)
R4-90-441-10 M12-1.75 PART #: AC-900-03-10

SEE DWG: J-AC-900-03-10

FOR DETAILS

ASSEMBLY SHOWN WI TH -

SOUTHCO CABLE TYPE "13" USE M6 OR 1,4 SCREWS TO
AND CABLE FITTING "B". /

SEE DWG: J-AC-C FOR DETAILS MOUNT BRACKET

CI e T

- 45 95 —————— =

34.7 34.8 34.6
[1.368] [1.368] [1.361)]
[C] [B] [A]
OPTIONAL CABLE LINK RETAINER
i i i OPTIONAL CABLE ASSEMBLY (SOLD SEPARATELY)

PART #: AC-C—-XX-XX PART #: R4-0-43922-1
SEE DWG: J-AC-C FOR DETAILS SEE DWG: J-R4-0-43922
FOR DETAILS
[A] TRIGGER AT CONTACT PT. $6.5
[A] 25.4 +1.5 :
1.5

. % I
. R9.54
3.5 \\\\\\ ' 6.35 157 |
STRIKER MAX
['W39Jl [ ] [.376] 'W (s | I N
|
R J i é
2.13 14.6 AAJ
1 I [.575] HOLE LOCATION FOR w
v I B [.084] v — OPT IONAL MOUNTING BRACKET '
89— 5.2 \ J A A 50 2 82.6 :0.3
S~d--7 18.64 46.6 '
[.351] [ 125] [1.976]
[.734] [1.835] ' PANEL PREPARATION
¢ ) !
".h |
sSouchco | . R4-50-42-101-10 LEFT HANDED M6 MOUNT
N~ ~ R4-50-41-101-10 LEFT HANDED 1/4-20 MOUNT
|- 20.24 = — SEE PRODUCT LIST FOR - - 20.7 R4-50-40-101-10 LEFT HANDED THRU MOUNT
[.797] MOUNTING STYLES AVATLABLE [.815] R4-50-32-101-10 RIGHT HANDED ME MOUNT
- 40 .49 — R4-50-31-101-10 RIGHT HANDED 1/4-20 MOUNT
K '594] R4-50-30-101-10 RIGHT HANDED THRU MOUNT
SOUTHCO PART NUMBER HANDED MOUNT STYLE
-—— 4] 28 —————
[1.625] AVAILABLE OPTIONS THIRD ANGLE {gi%{zz} ®
oy oe ~LEFT OR RIGHT HAND CONF IGURATIONS (LEFT HAND SHOWN) Sou co
[3 :25] MILLIMETERS [IN] CONNECT- CREATE - INNOVATE
' ~MOUNT WITH THRU HOLE, 1,4-20, OR M6x1 OPTIONS DESGR 177 0N
, o RH & LH ROTARY LATCH
~ADDITIONAL LEVER OPTIONS AVAILABLE UPON REQUEST: VOLUME
[4 ) 4W 3] SIZE SYSTEM DWG NO.
CONTACT SOUTHCO ENGINEERING AND/OR SALES PROPRIETARY I|TEM C N X J-R4-50
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